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16 CFR Ch. II (1–1–03 Edition)§ 1211.16

(1) Possible Risk and Consequence 
Statement—‘‘There is a risk of a child 
becoming trapped under an automatic 
garage door resulting in severe injury 
or death.’’

(2) Avoidance Statements— 
(i) ‘‘Do not allow children to walk or 

run under a closing door.’’
(ii) ‘‘Do not allow children to operate 

door operator controls.’’
(iii) ‘‘Always keep a closing door 

within sight.’’
(iv) ‘‘In the event a person is trapped 

under the door, push the control button 
or use the emergency release.’’ For 
products not having an emergency re-
lease use instead ‘‘In the event a per-
son is trapped under the door, push the 
control button.’’

(3) Instructions— 
(i) ‘‘Test Door Operator Monthly: Use 

a 11⁄2 inch thick object placed on the 
floor under the closing door. In the 
event the door does not reverse upon 
contact, adjust, repair, or replace the 
operator.’’

(ii) Additional instructions on not re-
moving or painting over the label, 
mounting the label adjacent to the 
wall control, and mounting the wall 
control out of children’s reach shall be 
provided. These additional instruction 
shall be in less prominent lettering 
than those in paragraph (g)(3)(i) of this 
section. 

(h) The lettering of the message 
panel described in paragraph (g) of this 
section shall be black on a white back-
ground and shall be sans serif letters in 
combinations of upper case and lower 
case letters. The upper case letters of 
the Possible Risk and Consequence 
Statements and Avoidance Statements 
shall be 1⁄8 inch (3.18 mm) high min-
imum. The lettering of the Possible 
Risk and Consequence Statement shall 
be in italics, underlined, bold, or the 
like, and shall be double spaced from 
the Avoidance Statements. All other 
instructions shall be in letters less 
prominent than the Possible Risk and 
Consequence Statements and shall be 
separated with at least a single space 
between individual instructions. 

(i) Except for door operators com-
plying with § 1211.9(b), a residential ga-
rage door operator shall be provided 
with a cautionary marking attached to 
or adjacent at all times to the means 

provided to detach the operator from 
the garage door. The marking shall in-
clude the following statement or the 
equivalent: ‘‘If the door becomes ob-
structed, detach door from operator as 
follows: (The method to detach the op-
erator shall be shown on the mark-
ing.)’’

[57 FR 60455, Dec. 21, 1992. Redesignated and 
amended at 65 FR 70659, Nov. 27, 2000]

§ 1211.16 UL marking requirements. 
(a) Unless specifically excepted, 

marking required in this standard shall 
be permanent. Ink-printed and sten-
ciled markings, decalcomania labels, 
and pressure sensitive labels are among 
the types of marking that are consid-
ered acceptable if they are acceptably 
applied and are of good quality. 

(b) Except as provided below, a ga-
rage door operator shall be plainly 
marked, at a location where the mark-
ing will be readily visible—after instal-
lation, in the case of a permanently 
connected appliance—with: 

(1) The manufacturer’s name, trade-
mark, or other descriptive marking by 
which the organization responsible for 
the product may be identified—herein-
after referred to as the manufacturer’s 
name; 

(2) The catalog number or the equiva-
lent; 

(3) The voltage, frequency, and input 
in amperes or watts; and 

(4) The date or other dating period of 
manufacture not exceeding any three 
consecutive months. 

(c) The ampere rating shall be in-
cluded unless the full-load power factor 
is 80 percent or more, or, for a cord-
connected operator, unless the rating 
is 50 watts or less. The number of 
phases shall be indicated if an operator 
is for use on a polyphase circuit. The 
date code repetition cycle shall not be 
less than 20 years. 

(d) Exception No. 1: The manufactur-
er’s identification may be in a trace-
able code if the operator is identified 
by the brand or trademark owned by a 
private labeler. 

(e) Exception No. 2: The date of man-
ufacture may be abbreviated or in an 
established or otherwise accepted code. 

(f) If a manufacturer produces or as-
sembles operators at more than one 
factory, each finished operator shall 
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have a distinctive marking, which may 
be in code, to identify it as the product 
of a particular factory. 

(g) The carton and the instruction 
manual for an operator shall be 
marked with the word ‘‘WARNING’’ 
and the following or the equivalent: 
‘‘To reduce the risk of injury to per-
sons—Use this operator only with (a) 
lll door(s).’’

(h) A residential garage door oper-
ator shall be marked with the word 
‘‘WARNING’’ and the following or 
equivalent, ‘‘Risk of entrapment. After 
adjusting either the force or limits of 
travel adjustments, insure that the 
door reverses on a 11⁄2 inch (or a 2 by 4 
board laid flat) high obstruction on the 
floor.’’

(i) A separately supplied accessory, 
including external entrapment protec-
tion device, intended for installation 
with an appliance or appliances shall 
be marked with the manufacturer’s 
name and catalog or model number and 
the type of appliance or appliances 
with which it is intended to be used—
such as a residential garage door oper-
ator. Additionally, installation in-
structions, accompanying specifica-
tions sheet, or packaging of the acces-
sory shall identify the appliance or ap-
pliances with which it is intended to be 
used by specifying the manufacturer’s 
name and catalog or model number or 
by any other positive means to serve 
the identification purpose. 

(j) An appliance provided with termi-
nals or connectors for connection of a 
separately supplied accessory, such as 
an external entrapment protection de-
vice, shall be marked to identify the 
accessory intended to be connected to 
the terminals or connectors. The acces-
sory identification shall be by manu-
facturer’s name and catalog or model 
number or other means to allow for the 
identification of accessories intended 
for use with the appliance. 

(k) With reference to paragraph (k) of 
this section, instructions for installing 
a separately supplied accessory shall be 
provided. A statement shall be included 
in the instructions warning the user 
that the appliance must be discon-
nected from the source of supply before 

attempting the installation of the ac-
cessory. 

[57 FR 60455, Dec. 21, 1992. Redesignated at 65 
FR 70659, Nov. 27, 2000]

§ 1211.17 Statutory labeling require-
ment. 

(a) A manufacturer selling or offering 
for sale in the United States an auto-
matic residential garage door operator 
manufactured on or after January 1, 
1991, shall clearly identify on any con-
tainer of the system and on the system 
the month or week and year the sys-
tem was manufactured and its con-
formance with the requirements of this 
part. 

(b) The display of the UL logo or list-
ing mark, and compliance with the 
date marking requirements of UL–325 
now stated in § 1211.5 of this subpart, on 
both the container and the system, 
shall satisfy the requirements of this 
subpart. 

[57 FR 60455, Dec. 21, 1992. Redesignated at 65 
FR 70659, Nov. 27, 2000]

Subpart B—Certification

SOURCE: 57 FR 60468, Dec. 21, 1992, unless 
otherwise noted.

§ 1211.20 Purpose, scope, and applica-
tion. 

(a) Purpose. Section 14(a) of the Con-
sumer Product Safety Act, 15 U.S.C. 
2063(a), requires every manufacturer 
(including importers) and private label-
er of a product which is subject to a 
consumer product safety standard to 
issue a certificate that the product 
conforms to the applicable standard, 
and to base that certificate either on a 
test of each product or on a ‘‘reason-
able testing program.’’ The purpose of 
this subpart is to establish require-
ments that manufacturers and import-
ers of automatic residential garage 
door operators subject to the Safety 
Standard for Automatic Residential 
Garage Door Operators (16 CFR part 
1211, subpart A), shall issue certificates 
of compliance in the form specified. 

(b) Scope and application. The provi-
sions of this subpart apply to all resi-
dential garage door operators which 
are subject to the requirements of the 
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